20021025.ba v03_n407.bam.20021025 


>From ???@??? Fri Oct 25 19:38:55 2002 -0600 

Message-Id: <200210260038.8900ck2a018572@sco.theporch. com> 
Date: Fri, 25 Oct 2002 19:38:24 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3407 


BOATANCHORS Digest 3407 
Topics covered in this issue include: 


1) Re: Meter holes 
by Arden Allen <gumbear@pacbell.net> 
2) Re: Cutting Meter Holes 
by jackiv@juno.com 
3) Re: Cutting Meter Holes 
by "Ken Warren" <Ken_Warren@beavton.k12.or.us> 
4) RE: Cutting Meter Holes 
by "Merz Donald S" <merz.ds@mellon.com> 
5) RE: Cutting Meter Holes 
by "Bill Hawkins" <bill@iaxs.net> 
6) Re: GB> Cutting Meter Holes 
by John Kolb <jlkolb@cts.com> 
7) Diode ID? 
by Jerry Proc <jerry7proc@yahoo.com> 
8) RE: Cutting meter holes 
by "Richard Humphrey" <n6énae@ix.netcom.com> 
9) Halli TW-1000 
by "James B. Branch, MD" <cut2cure@earthlink.net> 
10) Re: Diode ID? 
by "Brian Goldsmith" <brian.goldsmith@echo1.com.au> 
11) ID Triad modulation transformer 
by "Tom Smith" <tsmith@hal-pc.org> 
12) Re: Halli TW-1000 
by Scott Robinson <spr@earthlink.net> 
13) WTB: RF power Attenuator, and 2500H slug for Bird 43 
by Roy Morgan <roy.morgan@nist.gov> 
14) Need SX-140 Tuning Cap 
by Tom Laszynski <k8jrm@cox.net> 
15) Maintance manual for TV7/U 
by W7£ni@aol.com 
16) Re: Maintance manual for TV7/U 
by Roger Klingman <mrhistry@juno.com> 
17) RE: Maintance manual for TV7/U 
by Don Reaves W50R <w5or@comcast.net> 
18) KP-81 Receiver 


by "R.J. Mattson" <rjmattson@hvi.net> 
19) Electric Radio 10/2002 
by Heinz und Hannelore Breuer <hbreuer@debitel.net> 
20) Re: Electric Radio 10/2002 
by Garey Barrell <k4oah@mindspring.com> 
21) TM 11-4001 (BC-312/342 Repair Instructions) Reprint 
by WA5CAB@cs.com 
22) Re: Electric Radio 10/2002 
by "R.J. Mattson" <rjmattson@hvi.net> 
23) Re: Electric Radio 10/2002 
by john <johnmb@nc.rr.com> 


Date: Wed, 23 Oct 2002 09:23:36 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Meter holes 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <001801c27ab0$8c£5d8b0$75e47443@KB6NAX> 
MIME-version: 1.0 

Content-type: text/plain; charset=iso-8859-1 
Content-transfer-encoding: 7bit 


I'm astounded to read folks are building things with steel panels. That's a 
hard life way of doing things. But, I guess it's unavoidable in some cases. 
I, like Sandy, drill a circle of holes and then file down the 'teeth'. It's 
a little time conusming but it goes much quicker with less effort if the 
drill bit is sharp and the half-round file is course (and sharp, and with a 
good handle) enough to quickly remove material. I finish the hole with a 
fine tooth rat tail file by running it around the inside of the hole. 
Clamping the panel down or in a vice makes the work much easier and safer. 

A fly cutter in a drill press works well but is tricky to do and the thing 
flying around is rather dangerous. The panel has to be dead center with 
respect to the drill and almost perfectly aligned with the cutting plane. 
Worth the effort with some practice first. 


Having trouble finding the tools you need at your local computer inventoried 
"hardware store"? Shop the flea markets, ham fests and garage sales. Much 
better selection, better prices, and friendlier and knowledgeable 
attendants. 


Arden Allen 
KB6NAX 
gumbear@pacbell.net 


To: Old Tube Radios <boatanchors@theporch.com> 
Cc: boatanchors@theporch.com 
Date: Wed, 23 Oct 2002 11:07:02 -0500 


Subject: Re: Cutting Meter Holes 

Message-ID: <20021023.113527.1900.5.jackiv@juno.com> 

MIME-Version: 1.0 

Content-Type: multipart/alternative; boundary=--__JNP_000_52c8.562c.5d18 
From: jackiv@juno.com 


This message is in MIME format. Since your mail reader does not understand 
this format, some or all of this message may not be legible. 


----__JNP_000_52c8.562c.5d18 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Don, don't you have a drill press and a fly cutter?? 
If not maybe I can find one around here. 
Jack 


On Wed, 23 Oct 2002 11:12:06 -0400 "Merz Donald S" <merz.ds@mellon.com> 
writes: 

> Question: How do you cut meter holes in panels, particularly 

> heavy-gauge steel? I sometimes have to do this for restoration work 

> and I dread it. I have been using my trusty saber-saw and 

> blade-after-blade. Now I have 3 more holes to cut in 2 steel panels 

> and I really don't want to do it. Is there a better way? 

> 

> 


> 
----__JNP_000_52c8.562c.5d18 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KR KK KKK KK KKK KK KK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK KK KK KR KK KKK KK KKK KK KKK KKK KK 


+ + + FF FH OF 
+ + FF HF HF 


----__JNP_000_52c8.562c.5d18- - 


Message-id: <fc.004c4c3102f965763b9aca000fa057d7 . 2f96864@beavton.k12.or.us> 
Date: Wed, 23 Oct 2002 10:11:38 -0700 

Subject: Re: Cutting Meter Holes 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Ken Warren" <Ken_Warren@beavton.k12.or.us> 


MIME-Version: 1.0 
Content-type: text/plain; charset=ISO-8859-1 
Content-Transfer-Encoding: 8bit 


A fly cutter, sometimes referred to as a circle cutter is the best way by 
far but you should use it in a drill press with clamps for best results. 
Another way that works is to use a hole saw. These are available from WW 
Granger and many hardware stores. Be sure to get the metal cutting type 
and not the wood cutting variety. These may be used without a press but 
they are only available in a limited range of sizes. 


Ken Warren K7RPX 


Message-ID: <20021023184020.10666.qmail@mellon.com> 
content-class: urn:content-classes:message 
Subject: RE: Cutting Meter Holes 
Date: Wed, 23 Oct 2002 14:41:56 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: quoted-printable 
From: "Merz Donald S" <merz.ds@mellon.com> 
To: Old Tube Radios <boatanchors@theporch.com> 


Thanks for all the good advice on cutting meter holes. I may have to = 
find a friend with a drill press and fly cutter. 


No, I am not a masochist. But I've had this homebrew 1930's rack panel = 
transmitter sitting around for 2 years and couldn't take it any longer. = 
I can't figure out what happened to it. It's a classic 30's rig with = 
multiple 19" rack panels stacked 6 feet tall--antenna tuner, RF deck, = 
exciter, modulator and several power supplies.=20 


But this rig had a bad accident sometime in the past. Some sort of acid 

spilled down the front of it and managed to completely trash 4 of the = 

front panels. I am guessing that maybe the user had a wet-cell battery = 
sitting on top of the rig and it cracked open or something. Then too, = 

several of the panels had extra holes in them that were not, shall we = 

say, attractive (hey, that's the story with homebrew!) .=20 


But I finally was unable to keep looking at this sad thing and decided = 
to create new front panels since my ample junk box had the sizes needed. 
Well, I am talking 1/8" thick steel and 3/32" steel. I got cobalt-tipped 
drill bits for the smaller holes and those worked great. But whoever = 
built this thing was in love with meters and I ended up saber-sawing 7 = 
meter holes. My hand was numb for 2 days afterward. 


Now I still have 2 meter holes to go in the modulator panel and another 
meter hole needs cut for the Stancor 60P I am working on. But I just = 
don't want to do them.=20 


By the way, I used some black wrinkle paint from Illinois Bronze on the 
panels when they were done--just spray can stuff. I cooked them under = 
some halogen lamps that generate a lot of heat. They actually turned out 
great. I was shocked. I had been expecting a disaster. But they wrinkled = 
up perfectly and the resulting finish looks sufficiently old-fashioned = 
to keep the "1930's look". I am very pleased with that spray paint. 


Meanwhile, I've set the finished panels aside while I spend my so-called 
"free time" on correcting a couple of antenna problems before the = 
Pittsburgh weather turns any colder. 


Thanks again for your replies and help.=20 
73, Don Merz, N3RHT 


mts Original Message----- 

From: Merz Donald S [mailto:merz.ds@mellon.com] 

Sent: Wednesday, October 23, 2002 11:12 AM 

To: amradio@mailman.qth.net; glowbugs@piobaire.mines.uidaho.edu; 
greenkeys@mailman.qth.net; Old Tube Radios 

Subject: GB> Cutting Meter Holes=20 


Question: How do you cut meter holes in panels, particularly heavy-gauge = 
steel? I sometimes have to do this for restoration work and I dread it. = 
I have been using my trusty saber-saw and blade-after-blade. Now I have = 
3 more holes to cut in 2 steel panels and I really don't want to do it. = 
Is there a better way? 


From: "Bill Hawkins" <bill@iaxs.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Cutting Meter Holes 
Date: Wed, 23 Oct 2002 14:43:17 -0500 
Message-ID: <0Q0a401c27acc$6ef59320$290aa8cO@darius> 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


Don, 


Were the original panels also steel? 


If not, you may have a problem with meter calibration. 
I recall seeing stickers on old panel meters that said 
"Calibrated for steel panel". 


Regards, 
Bill Hawkins 


P.S. A reasonable way to do meter holes is to scribe the 
diameter on the panel and then use a sharp 3/16 drill 
with oil around the outside of the circle - if the meter 
will hide the holes. Much less filing required, but not 
pretty. 


Date: Wed, 23 Oct 2002 13:43:31 -0700 (PDT) 

From: John Kolb <jlkolb@cts.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: amradio@mailman.qth.net, <glowbugs@piobaire.mines.uidaho.edu>, 
<greenkeys@mailman.qth.net>, Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: GB> Cutting Meter Holes 

Message-ID: <Pine.BSF.4.44.0210231336150 .62127-100000@king.cts.com> 

MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Wed, 23 Oct 2002, Merz Donald S wrote: 


> Question: How do you cut meter holes in panels, particularly heavy-gauge 
steel? I sometimes have to do this for restoration work and I dread it. 

I have been using my trusty saber-saw and blade-after-blade. Now I have 

3 more holes to cut in 2 steel panels and I really don't want to do it. 

Is there a better way? 

> 


For heavy steel panels, I'd probably try a Dremel tool with 
cutoff wheels. Won't be perfectly round, but a number of straight 
line segments - octogon, etc,, but OK if covered by a meter. 


Wear safty glasses, and don't stand in-line with the cutoff 
wheel, as it will shatter if not held straight in the slot, 
and those flying pieces hurt/are dangerous. 


Or drill all those holes around the circumference of the desired 
meter hole and use the cutting wheel to cut away the remaining 


spurs. 


John 


Message-ID: <20021024015928 .63938.qmail@web21505.mail.yahoo.com> 
Date: Wed, 23 Oct 2002 18:59:28 -0700 (PDT) 

From: Jerry Proc <jerry7proc@yahoo. com> 

Subject: Diode ID? 

To: Old Tube Radios <boatanchors@theporch.com> 

MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 


Hello Group, 


Over the weekend I extracted this well engineered 
bridge rectifier from an a piece of equipment built in 
the early 1980's but can't identify the 4 diodes in 
the assembly. 


Does anyone know the PIV and current rating for a 
NEC 21R3SC power diode? 


Regards, 
Jerry Proc 
E-mail: jerry7proc@yahoo.com 


Do you Yahoo!? 
Y! Web Hosting - Let the expert host your web site 
http: //webhosting.yahoo.com/ 


Message-ID: <4120021042435010@ix.netcom.com> 

From: "Richard Humphrey" <n6énae@ix.netcom.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RE: Cutting meter holes 

Date: Wed, 23 Oct 2002 20:5:0 -0700 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----=_NextPart_84815C5ABAF209EF376268C8" 


woe ee = _NextPart_84815C5ABAF209EF376268C8 
Content-type: text/plain; charset=US-ASCII 


Hi: 


Something I learned long ago: sometimes it pays to pay 


someone to do a job! Life is too short to waste it making holes in a 
piece of steel. Take it to a machine shop. It can't cost that much 
and the results should look pretty good. Punched holes always come out 
better than drilled holes. 


I have a ‘fly cutter' and it does work on light 

materials. Extremely dangerous if chucked in an electric drill so don't 
even think about that stunt. It might work in a drill press at low speeds 
and with the panel securely lashed down so you don't get hit with flying 
steel. 


--- Richard Humphrey 
--- n6nae@ix.netcom.com 
--- EarthLink: It's your Internet. 


2Sc=55 = _NextPart_84815C5ABAF209EF376268C8 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK KK KK KK KK KKK KK KKK KKK KK KK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KR KK KK KK KKK KK KKK KK KKK KKK KK 


+ + + + FF FF 
+ + + + FF HF 


weiss = NextPart_84815C5ABAF209EF376268C8- - 


To: Old Tube Radios <boatanchors@theporch.com> 

GC: 

From: "James B. Branch, MD" <cut2cure@earthlink.net> 
Subject: Halli TW-1000 

Message-Id: <231002296.79364@webbox.com> 
Mime-Version: 1.0 

Content-Type: text/plain 

Date: 23 Oct 2002 22:02:44 -0700 


Even with a handle it's still a Boatanchor, especially with batteries 


in place! 


Anyway, I'm about to get into the tuner turret to find the lost 
connection that's got the 17-18MHz band inoperable. I've read 

some nightmare stories about the dreaded "Dynamic Tuner," does 

anyone have some sage advice on troubleshooting this set? 


Thanks, 
Jim 


Message-ID: <Q00701c27b1£$1184e580$890f8490@server> 
From: "Brian Goldsmith" <brian.goldsmith@echo1.com.au> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Diode ID? 
Date: Thu, 24 Oct 2002 15:34:47 +1000 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


sees Original Message ----- 

From: "Jerry Proc" Over the weekend I extracted this well engineered 
bridge rectifier from an a piece of equipment built in 

the early 1980's but can't identify the 4 diodes in 

the assembly. 


Does anyone know the PIV and current rating for a 
NEC 21R3SC power diode? 


xxkx*kxJerry and the list.21R3SC is listed in my books as having an equivalent 
NTE device which is nominated NTE5988. PIV rating of 300 Volts and current 
rating of 40 Amperes. 

Brian Goldsmith. 


From: "Tom Smith" <tsmith@hal-pc.org> 

Subject: ID Triad modulation transformer 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Thu, 24 Oct 2002 08:33:24 -0500 

Message-ID: <web-24211597@mail.hal-pc.org> 

MIME-Version: 1.0 

Content-Type: text/plain; charset="utf£-8"; format="flowed" 


Content-Transfer-Encoding: 8bit 


Hi, 

Does anyone have any data on a Triad model 4545 modulation 
transformer? It is potted and a real horse (probably 150 
pounds). Thanks in advance, 

Tom N5AMA 


Message-Id: <5.1.0.14.0.20021024100704.01bdab58@mail.earthlink.net> 
Date: Thu, 24 Oct 2002 10:21:23 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Scott Robinson <spr@earthlink.net> 

Subject: Re: Halli TW-1000 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Jim wrote, about his Halli TW-1000: 


>Even with a handle it's still a Boatanchor, especially with batteries 
>in place! 

> 

>Anyway, I'm about to get into the tuner turret to find the lost 
>connection that's got the 17-18MHz band inoperable. I've read 

>some nightmare stories about the dreaded "Dynamic Tuner," does 
>anyone have some sage advice on troubleshooting this set? 


Jim, 


I have restored two of these sets. Probably just cleaning the drum 
contacts will sort out your missing band, or maybe (oh no oh no...) your 
1L6 is a bit weak and wont oscillate at high frequencies. You might put 
the radio on a varaic and turn it up to 130V and see if the top band comes 
alive. 


But there are xx*xpaper capacitors*** right at the bottom of the tube 
sockets, above the whole drum tuner. To get at them, snap the coil 
segments out of the tuner...except for the ones that are wired together and 
won't come out. Make a careful drawing so that you can get them back in 
their appointed places. Now you can change out the two or three bypass 
caps, and check the resistors, too. Possibly a leaky bypass cap or aged-up 
resistor has reduced the screen voltage on the RF amp or converter. It's 
worth the fuss to do this, because when you do, the radio is right, and 
they do work pretty well-better audio than a T/O due to the larger speaker. 


There is a grounding mod that you can do in the audio/power supply section 
(move one wire) that will considerably reduce the hum in the output when 


operating on the AC line. I will have to take mine apart to remind me of 
exactly what you do, so if you are interested contact me off list and I 
will generate instructions for you. 


Regards, 


/scott 


Message-Id: <5.0.0.25.2.20021024163323 .03617410@mailserver.nist.gov> 
Date: Thu, 24 Oct 2002 16:33:43 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Roy Morgan <roy.morgan@nist.gov> 

Subject: WTB: RF power Attenuator, and 2500H slug for Bird 43 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Hello All, 
Need the following: 


Bird Type 43 Plug-in element type 2500H for 2500 watts, HF 
(or similar by other manufacturer) Used, good condition is fine. 


RF power attenuator, 150 watts, 20db or 30db 
Coax attenuator to reduce 30 to 100 watts down to about 1 watt. 
50 or 75 ohm, used, good condition is fine. 


Roy 

- Roy Morgan, KILKY since 1959 - Keep ‘em Glowing! 

7130 Panorama Drive, Derwood MD 20855 

Home: 301-330-8828 Work: Voice: 301-975-3254, Fax: 301-948-6213 
roy.morgan@nist.gov -- 


Message-Id: <5.1.0.14.0.20021024181213 .00a1a0d0@pop.central.cox.net> 
Date: Thu, 24 Oct 2002 18:13:07 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Tom Laszynski <k8jxrm@cox.net> 

Subject: Need SX-140 Tuning Cap 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


I need assistance locating a replacement variable capacitor fora 
Hallicrafters SX-140. The capacitor is the main tuning variable capacitor, 
C42 on the schematic, and has a Hallicrafters part number 046-000494. A 
Junker chassis would be great! 


Thanks, Tom 
Oklahoma City 


From: W7£ni@aol.com 

Message-ID: <1c6.9f54ee.2aeac857@aol .com> 

Date: Fri, 25 Oct 2002 12:16:23 EDT 

Subject: Maintance manual for TV7/U 

To: Old Tube Radios <boatanchors@theporch.com> 

MIME-Version: 1.0 

Content-Type: multipart/alternative; boundary="part1_1c6.9f54ee.2aeac857_boundary" 


--part1_1c6.9f54ee.2aeac857_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Greetings: I am in dire need of the repair and maintance manual for the 
TV7/U tube tester. My tester has gone down...I have located copies in 
Japanese, German etc etc on the internet but none in Eng. The NTIS has them 
on a six weeks back order.Can anyone help me? Thanks 

Ray Jefferson, 

W7FNI..... since 1934 


--part1_1c6.9f54ee.2aeac857_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KR KK KKK KK KKK KK KKK KK KKK 
---REMAINDER OF MESSAGE TRUNCATED-- - 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 
x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KR KK KKK KK KKK KKK KK KKK KKK 


* 
* 
* 
* 


+ + + FF FF OF 


--part1_1c6.9f54ee.2aeac857_boundary - - 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Fri, 25 Oct 2002 11:37:17 -0500 

Subject: Re: Maintance manual for TV7/U 

Message-ID: <20021025.113717.-95045.7.mrhistry@juno.com> 

MIME-Version: 1.0 

Content-Type: multipart/alternative; boundary=--__JNP_000_0140.75d6.3da0 
From: Roger Klingman <mrhistry@juno.com> 


This message is in MIME format. Since your mail reader does not understand 
this format, some or all of this message may not be legible. 


----__JNP_000_0140.75d6.3da0 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Do you have a manual for - CRV-46156 Radio Receiver, it is a unit of 
model RAL-7 made by RCA? 


73, 

Roger Klingman 

KORMK 

----__JNP_000_0140.75d6.3da0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK KK KK KKK KKK KK KKK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED-- - 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK KK KK KR KKK KR KKK KKK KK KKK KKK KK 


+t + FF HF HF 
+ + + FF HH OF 


----__JNP_000_0140.75d6.3da0- - 


Date: Fri, 25 Oct 2002 11:37:25 -0500 

From: Don Reaves W50R <w5or@comcast.net> 

Subject: RE: Maintance manual for TV7/U 

To: Old Tube Radios <boatanchors@theporch.com> 

Message-id: <GDEHIALJFKJECMCBANPPEEDEDLAA.w5o0r@comcast.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 


Ray, 

Does this help? These are PDF's. TM 11-6625-274-35 is 
the Depot Maintenance Manual. 

http: //militaryradio.com/manuals/TV-7_Series_Tester/ 


Robert Downs probably has a printed copy you can buy. His 
work is impeccable. 


Don Reaves W50R 
www.militaryradio.com 


Message-ID: <0Q04£01c27c46$1dcb1a80$bb6cdbd0@rjmattson> 
From: "R.J. Mattson" <rjmattson@hvi.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: KP-81 Receiver 
Date: Fri, 25 Oct 2002 12:46:49 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


I have a restorable KP-81 Receiver. Made on the left coast (LA, Calif.). 
http://www. hvinet.com/rjmattson/KP81 

Anyone have any information, remarks or interest in this heavyweight? 
Regards, 

Bob Mattson... .W2AMI 

WN2AMI 1962 

Highland NY 


Message-ID: <3DB9A17E.5A5D6129@debitel.net> 

Date: Fri, 25 Oct 2002 21:54:59 +0200 

From: Heinz und Hannelore Breuer <hbreuer@debitel.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Electric Radio 10/2002 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi, 


I have not yet received the October issue of ELECTRIC RADIO. Usually I 
get it by airmail between the 19th and 22nd each month. I just wanted to 
know if there is a delay because of the transition in ownership or if 
just my copy is late. 


Thanks and best 73 
de Heinz DH2FA, KM5VT 


Message-Id: <5.1.0.14.0.20021025161139 .00a1bda0@pop.mindspring.com> 
Date: Fri, 25 Oct 2002 16:14:25 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Garey Barrell <k4oah@mindspring.com> 

Subject: Re: Electric Radio 10/2002 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Heinz - 
According to the new ER website: 
http: //www.ermag.com/index.cfm 


the October issue was mailed on October 15. I think this is four or five 
days later than Barry used to mail them. 


I used to get mine via Second Class around the 17-18th. Still haven't 
received October here either. 


73, Garey - K40AH 
Atlanta 


At 03:54 PM 10/25/2002, Heinz und Hannelore Breuer wrote: 

>Hi, 

> 

>I have not yet received the October issue of ELECTRIC RADIO. Usually I 
>get it by airmail between the 19th and 22nd each month. I just wanted to 
>know if there is a delay because of the transition in ownership or if 
>just my copy is late. 

> 

>Thanks and best 73 

>de Heinz DH2FA, KM5VT 


From: WA5CAB@cs.com 

Message-ID: <e.277095b5.2aeb007e@cs.com> 

Date: Fri, 25 Oct 2002 16:15:58 EDT 

Subject: TM 11-4001 (BC-312/342 Repair Instructions) Reprint 

To: Old Tube Radios <boatanchors@theporch.com> 

MIME-Version: 1.0 

Content-Type: multipart/alternative; boundary="part1_e.277095b5.2aeb007e_boundary" 


--part1_e.277095b5.2aeb007e_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Group, 


After another arm twisting, reprint of TM 11-4001, the Repair Instructions 
for the BC-312 and BC-342, is available @ $18.50 plus shipping. Also TM 
11-4002 ($16.00) on the BC-314 and BC-344 which I did some time ago and may 
not have ever mentioned. 


73 

Robert Downs 
Houston 
<WA5CAB@cs. com> 


--part1_e.277095b5.2aeb007e_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KR KK KKK KK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED-- - 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 
x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KK KK KK KK KKK KKK KK KKK KKK 


* 
* 
* 
* 


+ + FF FF OF 


--part1_e.277095b5.2aeb007e_boundary - - 


Message-ID: <0Q04d01c27c87$6335e1e0$d56ddbd0@rjmattson> 
From: "R.J. Mattson" <rjmattson@hvi.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Electric Radio 10/2002 
Date: Fri, 25 Oct 2002 20:32:58 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Received mine today Heinz. 
Via regular mail 

Bob Mattson. ..W2AMI 
WN2AMI 1962 

Highland NY 


mite Original Message ----- 
From: "Heinz und Hannelore Breuer" <hbreuer@debitel.net> 
To: "Old Tube Radios" <boatanchors@theporch.com> 


Sent: Friday, October 25, 2002 3:54 PM 
Subject: Electric Radio 10/2002 


Hi, 


I have not yet received the October issue of ELECTRIC RADIO. Usually I 
get it by airmail between the 19th and 22nd each month. I just wanted to 
know if there is a delay because of the transition in ownership or if 
just my copy is late. 


Thanks and best 73 
de Heinz DH2FA, KM5VT 


Message-Id: <3.0.3.32.20021025203813 .025884ac@pop-server.nc.rr.com> 
Date: Fri, 25 Oct 2002 20:38:13 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@nc.rr.com> 

Subject: Re: Electric Radio 10/2002 

Mime-Version: 1.0 

Content-Type: multipart/mixed; x-avg-checked=avg-ok-4A385295; 
boundary="=======2E496765=======" 


Content-Type: text/plain; x-avg-checked=avg-ok-4A385295; charset=us-ascii 
Content-Transfer-Encoding: 8bit 


Mine hit the east coast today 
John wb5o0au 


At 08:32 PM 10/25/02 -0400, R.J. Mattson wrote: 
> 

>Received mine today Heinz. 

>Via regular mail 

>Bob Mattson. ..W2AMI 

>WN2AMI 1962 

>Highland NY 


pres Original Message ----- 

>From: "Heinz und Hannelore Breuer" <hbreuer@debitel.net> 
>To: "Old Tube Radios" <boatanchors@theporch.com> 

>Sent: Friday, October 25, 2002 3:54 PM 

>Subject: Electric Radio 10/2002 

> 

> 

>Hi, 


> 

>I have not yet received the October issue of ELECTRIC RADIO. Usually I 
>get it by airmail between the 19th and 22nd each month. I just wanted to 
>know if there is a delay because of the transition in ownership or if 
>just my copy is late. 

> 

>Thanks and best 73 

>de Heinz DH2FA, KM5VT 

> 

> 

> 

>--- 

>Incoming mail is certified Virus Free. 

>Checked by AVG anti-virus system (http://www.grisoft.com). 

>Version: 6.0.401 / Virus Database: 226 - Release Date: 10/9/02 


Content-Type: text/plain; charset=us-ascii; x-avg=cert; x-avg-checked=avg- 
ok-4A385295 
Content-Disposition: inline 


Outgoing mail is certified Virus Free. 
Checked by AVG anti-virus system (http://www. grisoft.com). 
Version: 6.0.401 / Virus Database: 226 - Release Date: 10/9/02 


End of BOATANCHORS Digest 3407 
KA KKI KKK KKK IKK KKK IKI K KK 


